00 




00 

o 





FIG. 3 



402 


Receive Vehicle Operating Data 






f 


Ad A 


Monitor an Interior Portion of the Vehicle 


s 


y 




01 

Ci 406 

w 


Receive Vehicle Environment Data 


r~ 

G * 

PS : 






j -J 

P 

408 


Monitor the Vehicle Operator 








410 


Determine and Operator Assessment Value 



400 



FIG. 4 



502 



U 



m 



504 



506 



508 



510 



512 






Receive Vehicle Operating Data 






i 




Monitor an Interior Portion of the Vehicle 






r 




Receive Vehicle Environment Data 






r 




Monitor the Vehicle Operator 




y 


r 




Estimate an Operator Cognitive Load 






V 




Prioritize Vehicle Information 





500 



FIG. 5 



602 



Generate Master Condition List 



Mas: 

S! 



n 



604 



606 



608 



Determine Existence of an Operating Situation 





} 


r 


Determine a Driver Cognitive Load 










Determine a Response 





600 



FIG. 6 



702 



704 



706 



s 



708 



710 



712 





Receive Vehicle Operating Data 






r 




Monitor an Interior Portion of the Vehicle 






r 




Receive Vehicle Environment Data 




1 


r 




Monitor the Vehicle Operator 




y 


r 




Recording an Operator Performance 
Assessment 






V 




Reporting the Operator Performance 
Assessment 





700 



FIG. 7 



• # 



802 



Receive Device Operating Parameters 



804 



806 





Receive Context Data 






* 




Set Service State 





800 



FIG. 8 



